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Ordering Procedure
Example: Speed indicating system for a variable
speed motor, 0 - 1750 RPM, 1" shaft diameter, panel-
mount display within 10 ft., min. motor speed is 175
RPM.
1. Select Model No.  T79850 - 103 - 1215

30 PPR, std. basic model
Taper-lock, sealed bearing  1" bore dia.

Ease of Installation

Ordering Map

Basic Model
1. Tachometer Transducer to accommodate one

sensor, 30 pulses/rev. (standard)
2. Tachometer Transducer to accommodate two

sensors, 30 pulses/rev.
4. Tachometer Transducer to accommodate one

sensor, 60 pulses/rev.
5. Tachometer Transducer to accommodate two

sensors, 60 pulses/rev.

Bore Size
11 - Bore Diameter 1/2"
12 - Bore Diameter 5/8"
13 - Bore Diameter 3/4"
14 - Bore Diameter 7/8"
15 - Bore Diameter 1"
16 - Bore Diameter 1 1/8"
17 - Bore Diameter 1 1/4"

or

18 - Bore Diameter 1 3/8"
19 - Bore Diameter 1 1/2"
20 - Bore Diameter 1 5/8"
21 - Bore Diameter 1 3/4"
22 - Bore Diameter 1 7/8"
23 - Bore Diameter 2"

Bearing/Bushing Type

2. Taper-Lock bushing & sealed bearing

                              or

4. Sleeve bushing & sealed bearing

Notes:
Standard mounting thread is 5/8-18 UNF-2A.

2. Select a speed sensor such as P/N 70085-1010-001
3. Select a cable assembly, P/N CA79860-01-00, to

complement (2).
4. Select tachometer to meet application needs.

T79850-103-

Dimensions in inches and (mm).
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